
 2007 WisDOT Approved Profiler Listing

HMA Pavement Collection Software Version: 2.42
SSI Data Collection Interval: 1 inch
Inertial Profiler, Single Laser, Dual Sensor Filters: None
High Speed, Permanent, Front Mount Other Selectable Settings: None
#38 Profile Initiation on/off Automated
Ford Reference Point Locator: Manual
F-150 Pickup Analysis Software Version: 1.65
1FTRX18L43NA31797 250 mm Filter: On
Joe Kyle IRI Filter: On
262-741-5174 Other Selectable Settings None
262-903-3330 Bump Locator: On
jkyle@hotmail.com Bump Height: 0.40 inches
Joe Kyle Bump Length: 25 feet

Filter: Butterworth (Width=2.00)
Reduction Length: 528 Feet
Bump Height:  0.4 Inches
Bump Width: 25 Feet
Blanking Band:  0 Inches
Minimum Scallop:  0.03 Inches
Round Scallops/Resolution:  0.01 Inches
Bump Locator: On
Dip Locator: Off

Profiler Operator:
Note: Bumps located by applying a 25 foot straightedge template over the true profile 
trace.

Approved Profilograph Emulation Settings

Contact Person:
Phone Number:
Cell Number:
E-mail Address

Serial Number:
Host Vehicle:
Host Vehicle Model:
Host Vehicle Serial:

Approved for Testing:
Manufacturer:
Device Type:
Model:

Contractor: BR Amon Approved IRI Settings
W2950 Hwy 11
Elkhorn, WI  53121



 2007 WisDOT Approved Profiler Listing

HMA Pavement and Concrete Pavement Collection Software Version: 5.21
Ames Data Collection Interval: 4 Samples/Foot
Inertial Profiler, Roline Laser, Single Filters: None
#6200 Light Weight, Portable, Side Mount Other Selectable Settings: None
#620907 Profile Initiation on/off: Automated
John Deere Reference Point Locator: Manual
Gator Analysis Software Version: 5.21
JD4X2SDO14569 250 mm Filter: On
Greg Schmidt IRI Filter: On
414-321-8378 Other Selectable Settings None
414-349-8883 Bump Locator: On
greg@888geotest.com Bump Height: 0.40 inches
Greg and Craig Schmidt Bump Length: 25 feet

Filter: Low Pass 2.00 Ft. & 307.18 Ft. Collection
Reduction Length: 528 Feet
Bump Height:  0.4 Inches
Bump Width: 25 Feet
Blanking Band:  0 Inches
Minimum Scallop:  0.03 Inches
Round Scallops/Resolution:  0.01 Inches
Bump Locator: On
Dip Locator: Off

Profiler Operator:
Note: Bumps located by applying a 25 foot straightedge template over the true profile 
trace. Also approved with Dual Triod Lasers.

Approved Profilograph Emulation Settings

Contact Person:
Phone Number:
Cell Number:
E-mail Address

Serial Number:
Host Vehicle:
Host Vehicle Model:
Host Vehicle Serial:

Approved for Testing:
Manufacturer:
Device Type:
Model:

Contractor: GeoTest, Inc. Approved IRI Settings
2135 S. 116th St.
West Allis, WI  5327



 2007 WisDOT Approved Profiler Listing

HMA Pavement and Concrete Pavement Collection Software Version: 5.21
Ames Data Collection Interval: 4 Samples/Foot
Inertial Profiler, Dual Triod Lasers Filters: None
#8200 - H.S., Portable, Front/Rear Mount Other Selectable Settings: None
#821207 Profile Initiation on/off: Automated
Chevrolet Reference Point Locator: Manual
3500 Van Analysis Software Version: 5.21
1GCHG35RX11239140 250 mm Filter: On
Greg Schmidt IRI Filter: On
414-321-8378 Other Selectable Settings None
414-349-8883 Bump Locator: On
greg@888geotest.com Bump Height: 0.40 inches
Craig Schmidt Bump Length: 25 feet

Filter: Low Pass 2.00 Ft. & 230.38 Ft. Collection
Reduction Length: 528 Feet
Bump Height:  0.4 Inches
Bump Width: 25 Feet
Blanking Band:  0 Inches
Minimum Scallop:  0.03 Inches
Round Scallops/Resolution:  0.01 Inches
Bump Locator: On
Dip Locator: Off

Contractor: GeoTest, Inc. Approved IRI Settings
2135 S. 116th St.
West Allis, WI  5327

Approved for Testing:
Manufacturer:
Device Type:
Model:
Serial Number:
Host Vehicle:
Host Vehicle Model:
Host Vehicle Serial:
Contact Person:
Phone Number:
Cell Number:
E-mail Address
Profiler Operator:

Note: Bumps located by applying a 25 foot straightedge template over the true profile 
trace. Approved for front or rear mount.

Approved Profilograph Emulation Settings



 2007 WisDOT Approved Profiler Listing

HMA Pavement Collection Software Version: 2.42
SSI Data Collection Interval: 1 inch
Inertial Profiler, Single Laser, Dual Sensor Filters: None
High Speed, Permanent, Front Mount Other Selectable Settings: None
13 Profile Initiation on/off: Automated
Dodge Pickup Reference Point Locator: Manual
Dodge Ram Analysis Software Version: 1.65
13/3B7HF13Y9VM589059 250 mm Filter: On
Erv Dukatz IRI Filter: On
608-779-6392 Other Selectable Settings None
608-790-3194 Bump Locator: On
Edukatz@mathy.com Bump Height: 0.40 inches
Mike Gullickson Bump Length: 25 feet

Filter: Butterworth (Width=2.00)
Reduction Length: 528 Feet
Bump Height:  0.4 Inches
Bump Width: 25 Feet
Blanking Band:  0 Inches
Minimum Scallop:  0.03 Inches
Round Scallops/Resolution:  0.01 Inches
Bump Locator: On
Dip Locator: Off

Approved for Testing:
Manufacturer:
Device Type:

Contractor: Mathy Construction Company
915 Commercial Court
P.O. Box 563
Onalaska, WI   54650

Cell Number:

Model:
Serial Number:
Host Vehicle:
Host Vehicle Model:

E-mail Address

Approved IRI Settings

Profiler Operator:
Note: Bumps located by applying a 25 foot straightedge template over the true profile 
trace.

Approved Profilograph Emulation Settings

Host Vehicle Serial:
Contact Person:
Phone Number:



 2007 WisDOT Approved Profiler Listing

Concrete Pavement Collection Software Version: 5.21
Ames Data Collection Interval: 4 Samples/Foot
Inertial Profiler, Triod Laser, Single Sensor Filters: None
#6200 Light Weight, Portable, Side Mount Other Selectable Settings: None
#620106 Profile Initiation on/off: Automated
John Deere Reference Point Locator: Manual
Gator Analysis Software Version: 5.21
W004X2X010037 250 mm Filter: On
Mike Debelak IRI Filter: On
920-583-1414 Other Selectable Settings None
920-579-1523 Bump Locator: On
MDEBELAK@michels.us Bump Height: 0.40 inches
Kerry Smith Bump Length: 25 feet

Filter: Low Pass 2.00 Ft. & 307.18 Ft. Collection
Reduction Length: 528 Feet
Bump Height:  0.4 Inches
Bump Width: 25 Feet
Blanking Band:  0 Inches
Minimum Scallop:  0.03 Inches
Round Scallops/Resolution:  0.01 Inches
Bump Locator: On
Dip Locator: Off

Contractor: Michels Approved IRI Settings
817 W. Main St.
P.O. Box 128
Brownsville, WI  53006

Approved for Testing:
Manufacturer:
Device Type:
Model:
Serial Number:
Host Vehicle:
Host Vehicle Model:
Host Vehicle Serial:
Contact Person:
Phone Number:
Cell Number:
E-mail Address
Profiler Operator:

Note: Bumps located by applying a 25 foot straightedge template over the true profile 
trace.

Approved Profilograph Emulation Settings



 2007 WisDOT Approved Profiler Listing

HMA Pavement Collection Software Version: 200
Transology Data Collection Interval: 3 in.
Inertial Profiler, Single Laser, Dual Sensor Filters: None
LISA - Light Weight, Permanent Other Selectable Settings: None
101 Profile Initiation on/off: Automated
John Deere Reference Point Locator: Manual
Gator Analysis Software Version: 200
391011 250 mm Filter: On
Bret Stanton IRI Filter: On
920-757-7575 Other Selectable Settings None
920-716-4857 Bump Locator: On
bstanton@neasphalt.com Bump Height: 0.40 inches
Bret Stanton Bump Length: 25 feet

Filter: Low Pass 2.00 Ft. High Pass 314.16 Feet
Reduction Length: 528 Feet
Bump Height:  0.4 Inches
Bump Width: 25 Feet
Blanking Band:  0 Inches
Minimum Scallop:  0.03 Inches
Round Scallops/Resolution:  0.01 Inches
Bump Locator: On
Dip Locator: Off

Contractor: Northeast Asphalt Approved IRI Settings
W6380 Design Drive
Greenville, WI 54942

Approved for Testing:
Manufacturer:
Device Type:
Model:
Serial Number:
Host Vehicle:
Host Vehicle Model:
Host Vehicle Serial:
Contact Person:
Phone Number:
Cell Number:
E-mail Address
Profiler Operator:

Note: Bumps located by applying a 25 foot straightedge template over the true profile 
trace.

Approved Profilograph Emulation Settings



 2007 WisDOT Approved Profiler Listing

HMA Pavement Collection Software Version: 2.42
SSI Data Collection Interval: 1 inch
Inertial Profiler, Single Laser, Dual Sensors Filters: None
High Speed, Portable, Rear Mount Other Selectable Settings: None
#40 Profile Initiation on/off: Automated
Chevy - GMC Reference Point Locator: Manual
2500 Pickup - Sierra Pickup Analysis Software Version: 1.65
115060 - 415018 250 mm Filter: On
Signe Reichelt IRI Filter: On
262-524-1728 Other Selectable Settings None
262-366-5084 Bump Locator: On
sreichelt@payneanddolan.com Bump Height: 0.40 inches
Ryan Jenaro Bump Length: 25 feet

Filter: Butterworth (Width=2.00)
Reduction Length: 528 Feet
Bump Height:  0.4 Inches
Bump Width: 25 Feet
Blanking Band:  0 Inches
Minimum Scallop:  0.03 Inches
Round Scallops/Resolution:  0.01 Inches
Bump Locator: On
Dip Locator: Off

Contractor: Payne and Dolan Approved IRI Settings
Corporate Office
N3 W23650 Badinger Road
Waukesha, WI  53187

Approved for Testing:
Manufacturer:
Device Type:
Model:
Serial Number:
Host Vehicle:
Host Vehicle Model:
Host Vehicle Serial:

Approved Profilograph Emulation Settings

Contact Person:
Phone Number:
Cell Number:
E-mail Address
Profiler Operator:

Note: Bumps located by applying a 25 foot straightedge template over the true profile 
trace. Both host vehicles indicated are approved. 



 2007 WisDOT Approved Profiler Listing

HMA Pavement Collection Software Version: 300
Transology Data Collection Interval: 3 in.
Inertial Profiler,Single Laser, Double Filters: None
LISA - Light Weight, Permanent Other Selectable Settings: None
102 Profile Initiation on/off: Automated
John Deere Reference Point Locator: Manual
Gator Analysis Software Version: 300
191129 250 mm Filter: On
Bret Stanton IRI Filter: On
920-757-7575 Other Selectable Settings None
920-716-4857 Bump Locator: On
bstanton@neasphalt.com Bump Height: 0.40 inches
Bret Stanton Bump Length: 25 feet

Filter: Low Pass 2.00 Ft. High Pass 314.16 Feet
Reduction Length: 528 Feet
Bump Height:  0.4 Inches
Bump Width: 25 Feet
Blanking Band:  0 Inches
Minimum Scallop:  0.03 Inches
Round Scallops/Resolution:  0.01 Inches
Bump Locator: On
Dip Locator: Off

Contractor: Payne and Dolan Approved IRI Settings
Corporate Office
N3 W23650 Badinger Road
Waukesha, WI  53187

Approved for Testing:
Manufacturer:
Device Type:
Model:
Serial Number:
Host Vehicle:
Host Vehicle Model:
Host Vehicle Serial:
Contact Person:
Phone Number:
Cell Number:
E-mail Address
Profiler Operator:

Note: Bumps located by applying a 25 foot straightedge template over the true profile 
trace.

Approved Profilograph Emulation Settings



 2007 WisDOT Approved Profiler Listing

HMA Pavement Collection Software Version: 2.42
SSI Data Collection Interval: 1 inch
Inertial Profiler, Single Laser, Single Filters: None
High Speed, Permanent, Front Mount Other Selectable Settings: None
#22 Profile Initiation on/off: Automated
1999 Ford Reference Point Locator: Manual
F-250 3/4 Ton Pickup Analysis Software Version: 1.65
IFTNX2IS4XEB24895 250 mm Filter: On
George Lurvey IRI Filter: On
715-891-0233 Other Selectable Settings None

Bump Locator: On
glurvey@pitlickandwick.com Bump Height: 0.40 inches
Brad Pitlick Bump Length: 25 feet

Filter: Butterworth (Width=2.00)
Reduction Length: 528 Feet
Bump Height:  0.4 Inches
Bump Width: 25 Feet
Blanking Band:  0 Inches
Minimum Scallop:  0.03 Inches
Round Scallops/Resolution:  0.01 Inches
Bump Locator: On
Dip Locator: Off

Profiler Operator:
Note: Bumps located by applying a 25 foot straightedge template over the true profile 
trace.

Approved Profilograph Emulation Settings

Contact Person:
Phone Number:
Cell Number:
E-mail Address

Serial Number:
Host Vehicle:
Host Vehicle Model:
Host Vehicle Serial:

Approved for Testing:
Manufacturer:
Device Type:
Model:

Contractor: Pitlik & Wick Approved IRI Settings
8075 Hwy D
Eagle River, WI  54521



 2007 WisDOT Approved Profiler Listing

HMA Pavement Collection Software Version: 2.42
SSI Data Collection Interval: 1 inch
Inertial Profiler, Single Laser, Single Filters: None
High Speed, Portable, Rear Mount Other Selectable Settings: None
28 Profile Initiation on/off: Automated
1999 & 2000 GMC Sierras Reference Point Locator: Manual
2500 Pickup & 2500 Pickup Analysis Software Version: 1.65
1GCGK29J3XF085147-1GTGK29R1YF476465 250 mm Filter: On
Steve Bloedow IRI Filter: On

Other Selectable Settings None
608-289-7365 Bump Locator: On
sbloedow@rockroads.com Bump Height: 0.40 inches
Steve Bloedow Bump Length: 25 feet

Filter: Butterworth (Width=2.00)
Reduction Length: 528 Feet
Bump Height:  0.4 Inches
Bump Width: 25 Feet
Blanking Band:  0 Inches
Minimum Scallop:  0.03 Inches
Round Scallops/Resolution:  0.01 Inches
Bump Locator: On
Dip Locator: Off

Approved Profilograph Emulation Settings

Contractor: Rock Road Approved IRI Settings
P.O. Box 1779
Janesville, WI 53547

Approved for Testing:
Manufacturer:
Device Type:
Model:
Serial Number:
Host Vehicle:
Host Vehicle Model:
Host Vehicle Serial:
Contact Person:
Phone Number:
Cell Number:
E-mail Address
Profiler Operator:

Note: Bumps located by applying a 25 foot straightedge template over the true profile 
trace. Both host vehicles indicated are approved.



2007 WisDOT Approved Profilographs (Carryover PRI Specs) 
 

Contractor: B.R. Amon & Sons 
W2950 STH 11 
Elkhorn, WI   53121 

Approved Settings 

Approved for Testing: Asphalt Data Filter LO (CYC/FT):  2.00 
Manufacturer: James Cox and Sons Data Filter HI (CYC/FT): 0.00 
Device Type: Profilograph Reduction Length: 528 Feet 
Model: 8200 Bump Height: 0.4 Inches 
Serial Number: 080-91 Bump Width: 25 Feet 
Collection Software Version: 3.21 Blanking Band: 0 Inches 
Analysis Software Version: 3.21 Minimum Scallop: 0.03 Inches 
  Round Scallops/Resolution: 0.01 Inches 
Contact Person: Joe Kyle Bump Locator On 
Phone Number: 262-741-5174 Dip Locator: Off 
Cell Number: 262-903-3330  
E-mail Address jkyle1@hotmail.com Note: Pictures below may not be of actual device. 



2007 WisDOT Approved Profilographs (Carryover PRI Specs) 
 

Contractor: Mathy Construction Company - 1 
915 Commercial Court 
P.O. Box 563 
Onalaska WI   54650 

Approved Settings 

Approved for Testing: Asphalt/Concrete Filter: Butterworth (Width=2.00, Gain=1.000) 
Manufacturer: SSI  
Device Type: Profilograph Reduction Length: 528 Feet 
Model: 1000 Bump Height: 0.4 Inches 
Serial Number: 21/041-89 Bump Width: 25 Feet 
Collection Software Version: 1.11 Blanking Band: 0 Inches 
Analysis Software Version: 1.53 Minimum Scallop: 0.03 Inches 
  Round Scallops/Resolution: 0.01 Inches 
Contact Person: Erv Dukatz Bump Locator On 
Phone Number: 608-779-6392 Dip Locator: Off 
Cell Number: 608-790-3194  
E-mail Address EDukatz@mathy.com  



2007 WisDOT Approved Profilographs (Carryover PRI Specs) 
 

Contractor: Payne and Dolan, Inc. 
N3 W23650 Badinger Road 
P.O. Box 781 
Waukesha, WI   53187 

Approved Settings 

Approved for Testing: Concrete Data Filter LO (CYC/FT): 8000 
Manufacturer: James Cox and Sons Data Filter HI (CYC/FT): 0.00 
Device Type: Profilograph Reduction Length: 528 Feet 
Model: 8200 Bump Height: 0.4 Inches 
Serial Number: ?? Bump Width: 25 Feet 
Collection Software Version: Beta 4.00 Blanking Band: 0 Inches 
Analysis Software Version: Beta 4.00 Minimum Scallop: Pre Set - Inches 
  Round Scallops/Resolution: 0.05 Inches 
Contact Person: Signe Reichelt Bump Locator On 
Phone Number: 262-524-1728 Dip Locator: Off 
Cell Number: 262-366-5084  
E-mail Address sreichelt@payneanddolan.com Note: Pictures below may not be of actual device. 



2007 WisDOT Approved Profilographs (Carryover PRI Specs) 
 

Contractor: PCC Construction 
3612 Lincoln Ave. 
Two Rivers, WI   54241 

Approved Settings 

Approved for Testing: Concrete Data Filter LO (CYC/FT): 8000 
Manufacturer: James Cox and Sons Data Filter HI (CYC/FT): 0.00 
Device Type: Profilograph Reduction Length: 528 Feet 
Model: 8200 Bump Height: 0.4 Inches 
Serial Number: 059-90 Bump Width: 25 Feet 
Collection Software Version: 3.21 Blanking Band: 0 Inches 
Analysis Software Version: 3.21 Minimum Scallop: Pre Set - Inches 
  Round Scallops/Resolution: 0.05 Inches 
Contact Person: John Geiger Bump Locator On 
Phone Number: 920-793-4131 Dip Locator: Off 
Cell Number: 920-901-8703  
E-mail Address pccc@charter.net Note: Pictures below may not be of actual device. 



2007 WisDOT Approved Profilographs (Carryover PRI Specs) 
 

Contractor: Rock Road 
301 W. Townline Road 
P.O. Box 1779 
Janesville, WI   53457 

Approved Settings 

Approved for Testing: Asphalt Data Filter LO (CYC/FT):2.00 
Manufacturer: James Cox and Sons Data Filter HI (CYC/FT): 0.00 
Device Type: Profilograph Reduction Length: 528 Feet 
Model: 8200 Bump Height: 0.4 Inches 
Serial Number: 184-96 Bump Width: 25 Feet 
Collection Software Version: 3.01 Blanking Band: 0 Inches 
Analysis Software Version: 3.01 Minimum Scallop: Pre Set - Inches 
  Round Scallops/Resolution: 0.01 Inches 
Contact Person: Steve Blaedow Bump Locator On 
Phone Number: 608-752-8944 Dip Locator: Off 
Cell Number: 608-289-7365  
E-mail Address sblaedow@rockroads.com Note: Pictures below may not be of actual device. 



2007 WisDOT Approved Profilographs (Carryover PRI Specs) 
 

Contractor: Trierweiler Consruction and Supply Company Inc. 
406 E. 29th Street 
P.O. Box 1236 
Marshfield, WI   54449 

Approved Settings 

Approved for Testing: Concrete Data Filter HI (CYC/FT): 8000 
Manufacturer: James Cox and Sons Data Filter HI (CYC/FT): 0.00 
Device Type: Profilograph Reduction Length: 528 Feet 
Model: 8200 Bump Height: 0.4 Inches 
Serial Number: 074-91 Bump Width: 25 Feet 
Collection Software Version: 3.21 Blanking Band: 0 Inches 
Analysis Software Version: 3.21 Minimum Scallop: Pre Set - Inches 
  Round Scallops/Resolution: 0.01 Inches 
Contact Person: Roger Trierweiler Bump Locator On 
Phone Number: 715-387-8451 Dip Locator: Off 
Cell Number: 715-305-1946  
E-mail Address roger@trierweilerco.com  



2007 WisDOT Approved Profilographs (Carryover PRI Specs) 
 

Contractor: WisDOT - 2 
3502 Kinsman Blvd. 
Madison, WI   53704-2507 

Approved Settings 

Approved for Testing: Concrete Data Filter LO (CYC/FT): 8000 
Manufacturer: James Cox and Sons Data Filter HI (CYC/FT): 0.00 
Device Type: Profilograph Reduction Length: 528 Feet 
Model: 8200 Bump Height: 0.4 Inches 
Serial Number: 031-89 Bump Width: 25 Feet 
Collection Software Version: 3.21 Blanking Band: 0 Inches 
Analysis Software Version: 3.21 Minimum Scallop: Pre Set - Inches 
  Round Scallops/Resolution: 0.05 Inches 
Contact Person: Terry Treutel Bump Locator On 
Phone Number: 608-246-5393 Dip Locator: Off 
Cell Number: 608-516-6360  
E-mail Address terry.treutel@dot.state.wi.us Note: Pictures below are not of actual device. 




